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5" SIDEWALK

NOTE:

FACE OF CURB SHALL NOT EXTEND
BEYOND THE FACE OF GUARDRAIL ‘
TOWARD THE TRAFFIC LANE
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CURB UNDER GUARDRAIL
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EXTRUDED CONCRETE

CONCRETE EXTRUDED CURB

NOTES:
1. CONCRETE CLASS 3000 IS REQUIRED.

2. ROLLED CURB MAY ONLY BE USED WITHIN A
CUL-DE-SAC.

3. IN ROADWAY SECTIONS WITH SUPER ELEVATION,
THE GUTTER PAN WILL MATCH THE ADJACENT
PAVEMENT SLOPE.

4. DESIGN SIDEWALK CROSS GRADE SHALL BE 1.5%.

CEMENT CONCRETE Co/t/q, O
ROLLED CURB 9/ Q
TRANSITION %

NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT
AN ELECTRONIC DUPLICATE. THE ORIGINAL, SIGNED BY THE
ENGINEER AND APPROVED FOR PUBLICATION IS KEPT ON FILE AT
THE CITY OF KENT. A COPY MAY BE OBTAINED UPON REQUEST.
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